SEBASTIAN PRINT
DRYING SCREENS — "SSR”

PRINT DRYING SCREENS ARE ESSENTIAL FOR STUDENTS TO FINISH THE PRINT MAKING
PROCESS WITHIN AN ALOTTED TIME. THESE PRINT DRYING SCREENS ARE EITHER LOCATED
AT AN ENLARGER STATION OR IN A CABINET UNDER A COUNTER TOP IN A GENERAL PRINT
FINISHING AREA. TO SAVE SPACE, SOMETIMES SCREENS ARE LOCATED IN TALL CABINETS.

THESE SCREENS ARE MADE OF STRONG PLASTIC SCREEN MATERIAL PERMANENTLY
SECURED IN A BIRCH PLYWOOD FRAME WITH A NATURAL SEALED FINISH.
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JRINT DRYING | WIDTH | HEIGHT | DEPTH REMARKS
SSR—3024 28—1/71 3/% | 22-1/%]
SSR—3324 31=1/77 3/4 | 22=1/47| FITS BASE
SSR=3624 34—1/2] 3/4" | 22-1/47|  CABINETS
SSR—3924 37-1/271 3/4" | 2014 24" DEEP
SSR—4224 40-1/27 3/4" [22-1/%
SSR—3029 28—1/27 3/4" | 27-1/4]
SSR—3329 3IN=1/2" 3/4 | 27-1/#] FITS BASE
SSR=3629 34—1/27] 3/ | 27-1/4]  CABINETS
SSR—3929 37—1/2’1 3/4 | 27-1/4| 29 DEEP
SSR—4229 40-1/21 3/4" | 27-1/4]

OTHER SIZES ARE AVAILABLE
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